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Electrical Data (STC)

Module Type ECO-250P ECO-255P
Maximum Power at STC -P__ (W) 250 255
Open Circuit Voltage -V (V) 38.00 38.10
Short Circuit Current -I__ (A) 838 8.60
Maximum Power Voltage -Vmp V) 31.60 31.90
Maximum Power Current -1 (A) 7.92 8.00
Module Efficiency STC-n_ (%) 15.37 15.67

STC: Irradiance1000 Win? module temperature 25°C AM=1.5
Power measurement tolerance: +3%

Electrical Data (NOCT)

Module Type ECO-250P ECO-255P
Maximum Power at STC -P__ (W) 184 188
Open Circuit Voltage -V,_ (V) 35.02 35.24
Short Circuit Current -1__ (A) 6.72 6.88
Maximum Power Voltage N (\"] 29.49 29.67
Maximum Power Current - (A) 6.24 6.34

NOCT: Irradiance 800 W/m? ambient temperature 20°C wind speed :1m/s
Power measurement tolerance: +3%

Maximum Ratings

Maximum System Voltage (V)

Maximum Series Fuse Rating (A)

Temperature Ratings

Pmax Temperature Coefficient
Voc Temperature Coefficient
Isc Temperature Coefficient
Operating Temperature

Mominal Operating Cell Temperature (NOCT)

Mechanical Data

External Dimensions 1650 x 992 x 35 mm

Weight 18.2 kg

ECO-260P ECO-265P ECO-270P
260 265 270
38.20 38.30 38.40
8.67 B73 8.82
32.10 32.40 32.70
8.10 818 8.28
15.98 16.29 16.59
ECO-260P ECO-265P ECO-270P
192 195 199
35.34 35.42 35.52
6.93 6.98 7.06
29.85 30.12 31.41
6.43 6.47 6.54

1000 (TUV), 1000 (UL)
15

-0.42 %/°C
-0.32 %/"C
+0.04 %/°C
-40~+85 °C
4542 °C

Solar Cells
Front Glass
Frame
Junction Box
Output Cables
Connector

Mechanical Load

Packing Configuration

Container
Pieces per Pallet
Pallets per Container

Pieces per Container

Paly crystalline 156 x 156 mm (60pcs)
3.2 mm tempered glass, low iron
Anodized aluminium alloy

IPE5/IP67

4.0 mm® cable length:1000 mm

MC4 Compatible

5400 Pa
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I-V&P-V Curve (ECO-260P)
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Years
Warranty

Wattage
Up to

I Section A-A

* All Dimensions in mm
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